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Die Erfindung betrifft einen Wundver- 
band, der sich aus einem Klebepflaster, 
einem MulBdssen tind einer geschmeidigen 
Metallschicht zusammensetzt, wobei die Me- 
5 tallauflage untnittelbar auf dem MullMssen 
aufliegt 

Bet den bisher bekannten Wundverbanden 
dieser Art besteht die Metallauflage aus einer 
dutch Answalzen hergestellten Folie, <Lb* 

to aus dttena zwar sehr dunnen, aber vollig dich- 
ten, nicht porSsen Metallblatt Die Ver- 
weudung einer derartigen, also nicht porosen 
Folie als Metallauflage bat vor allem den 
Nachteil, dafi das, MulDdssen seine eigentliche 

15 Aufgabe, das Wtindsekret aufzusaugen, nicht 
erffillen kann und dadnrch auch die durch die 
Metallauflage angestrebte oligodynatnische 
Wirkung dexselben nur hochst mangelhaft 
eintritt 

ao Um" diesem Nachteile abzuhelfen, wurde 
nun versucht, durch Perforation der Metall- 
schicht die Auf saugeBhigkeit des MulQdssens 
. zu gewahrfeisten, doch wird dies nur sehr 
mangelbaft erreicht, well die einzelnen Per- 

as forationslocher, um die Festigkeit der Metall- 
auflage bei der Verarbeitung nicht zu beein- 
trachtigen, sehr weit voneinander entfernt 
sein mussen und daher nur an den S tell en 



ein Aufsaugen des Wundsekretes stattfindet, 
au welchen sich die Perforationslocher be- so 
fihden. • 

Durch die Erfindung sollen diese schwer- - 
wiegenden Nachteile der bisherigen Wund- 
verbande mit Metallauflage in zuverlassiger 
Weise behoben und' ein Vteiband geschatffen 35 
werden, der die Auf saugefahigkeit des Mull- 
kissens in derselben Weise gewahrleiatet, als 
wenn eine Metallschicht fiberhaupt nicht vor- 
gesehen ware und damit auch die oligodyna- 
tnische Wirkung der Metallschicht sich voll 40 
entfalten kann. Dieser Zweck wird erfin- 
dungsgemaB dadurch erreicht; daft die auf 
dem MulOdssen ruhende Metallschicht aus 
einem f einen und geschmeidigen Gewebe be- 
steht, welches die Auf saugefahigkeit des 45 
MulDdssens in keiner Weise bedntrSchtigt 
und dadurch die oligodynatnische Wirkung 
voll zur Geltung kommen kann, 

Patbntanspboch: g0 

Wundverband, der sich • aus einem 
Klebepflaster, einem MulDdssen mit einer 
geschmeidigen Metallschicht zusammen- 
setzt, dadurch gekennzeichnet, dafi die 
als Wundauflage dienende* geschmeidige 65 
Metallschicht aus Metallgewebe besteht 
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Unverified Translation of German Patent No. 529 559 dated 2 July 1931 

John B. Kirsch in Dresden 
Wound Dressing 

Patented in the German Reich as of July 1 8, 1930 

The invention relates to a wound dressing composed of an adhesive plaster, a gauze pad 
and a pliant metal layer, whereby the metal overlay lies directly on the gauze pad. 
With the wound dressings of this type known so far, the metal overlay is made of a foil 
produced by rolling out, i.e., by a metal sheet that is very thin, but completely tight and 
non-porous. The use of a foil of this type, i.e., of a non-porous foil, as a metal overlay 
mainly has the disadvantage that the gauze pad cannot fulfill its real purpose of absorbing 
the wound secretion and that, as a result, the desired oligodynamic effect of the metal 
overlay only occurs very insufficiently at the most. 

To remedy this disadvantage, it has now been tried to ensure the absorbency of the gauze 
pad by perforating the metal layer, but this is only achieved very insufficiently, since the 
individual perforation holes have to be very far apart from one another so as not to impair 
the strength of the metal overlay during processing, and an absorption of the wound 
secretion thus only occurs at the places where the perforation holes are located. 
The invention is to reliably eliminate these considerable disadvantages of the present 
wound dressings with metal overlay, and a dressing is to be created that ensures the 
absorbency of the gauze pad in the same manner as if a metal layer was not provided at 
all, and the oligodynamic effect of the metal layer can thus develop fully. This object is 
attained according to the invention in that the metal layer resting on the gauze pad is 
made of a fine and pliant fabric which in no way impairs the absorbency of the gauze 
pad, so that the oligodynamic effect can have its full impact. 

Claim: 

Wound dressing composed of an adhesive plaster, a gauze pad with a pliant metal layer, 
characterized in that the pliant metal layer serving as a wound overlay is made of a metal 
fabric. 



